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LINEAR

HIGH BAY LIGHT

+ Luminous efficacy: 130Im/w

* Input Voltage:120-277v and 200-480V

« Superior isolated driver: 0-10V dimming; Flicker free
« PF >0.95; Driver efficiency 87%; THD<20%

« Installation: Chain & Steeve installation (“’ "

» Apply to dry location N Aus [] g O m
Intertek

« CCT: 3000K 4000K 5000K 5'2,16;253

« ETL CETL,DLC FCC certification

« 5 years warranty

Power L W H2 /ﬁ

90w/110w/135w 23.8" 12.6" 3.62" =
170w/220w 23.8" 17.3" 3.62" { ]
170w/220w/300w 459" 12.6" 3.62"
320w 45.9" 17.3" 3.62" l L
I_l | G | | B : Y AC120-277v & AC200-480v
8 Input Power 90 Watts 110 Watts 135 Waltts 170 Watts 220 Watts 300 Wartts 320 Watts
130Im/w with PC cover
" Luminous Flux 11700 Im 14300 Im 17550 Im 22100 Im 28600 Im 39000 Im 41600 Im
2ft & 4ft,Min 20W, Max 320w
- g p Efficary 130 Im/w 130 Im/w 130 Im/w 130 Im/w 130 Im/w 130 Im/w 130 Im/w
Micriwave Motion Sensor Optional
f : * *3 Lo * *2 Lo * %3 gon  23.8%17.3*3.62"  23.8%17.3*3.62" * *3 Lo K17 %2 Lo
D 23.8%12.6*3.62 23.8%12.6*3.62" 23.8*12.6*3.62 45.9%12.6*3.62" 45.9%17.3*3.62
120-277V & 200-480V OPTIONAL mensions 45.9*12.6°3.62' 459%12.6'3.62'
Input Voltage AC120-277V OR AC200-480V
Dimming Type 0-10v Dimming
Optional Microwave Motion Sensor: 120-277V, Supply Cord
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LINEAR

HIGH BAY LIGHT

+ Luminous efficacy: 160Im/w

* Thick 6063 aluminum, good heat dissipation
« Superior isolated driver; Flicker free

« PF>0.95; Driver efficiency 87%; THD<20%

« Installation: Chain & Surface Mounted S’AA
« CCT: 4000K 5000K 6500K
* SAA CE ROHS certification ARPROVALS

« 5 years warranty

Power L w H -
80w 575 150 74 Hﬂ in e I
120w 875 150 74 = u i i
- =, . = 150w/ 180w 1175 150 74
- 200w/240w 1475 150 74

“LED LINEAR

160 Im/w and 140 Im/w Optional

High Lumens Up to 160LM/W
600mm & 1500mm,Min 80w Max 240w

Input Power 80 Watts 120 Watts 150 Watts 180 Watts 200 Waltts 240 Watts
Sensor,Emergency Backup Battery Optional Input Voltage AC180-295V AC180-295V AC180-295V AC180-295V AC180-295V AC180-295V
SAA CEROHS FCC Certification Luminous Flux @160Im 12800 Im 19200 Im 24000 Im 28800 Im 32000 Im 38000 Im
S Years Warranty Luminous Flux @140lm 11200 Im 16800 Im 21000 Im 25200 Im 28000 Im 33600 Im
Dimensions 575*74mm 875*74mm 1175*74mm 1175*74mm 1475%74mm 1475*74mm
Optional Microwave Motion Sensor, Emergency Backup Battery.
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STRIP

FIXTURE

* Up to 130LM/W (DLC 4.4 premlum)

« 2ft 4ft & 8ft,20w 35w 64w & 90w

+ 120-277V & 120-347v and Sensor Optional

« Stfrengthen Material, Not Easy to Deform

« Installation: V-Hook Chain & Surface Mounted (“’ "

« ETL CETL DLC FCC Certification o\ Aus m

« 5 Years Warranty 5013243

Power L w H

20w 24" 3.35" 3.8"
35w 48" 3.35" 3.8"
b4w 96" 3.35" 3.8"
90w 96" 3.35" 3.8"

LED STRIP

F | XT U R E 120-347V & 120-277V,0-10 Dim ACTEE277Y & ACTEOSATY

2ft 4ft & 8ft,20w 35w 64w & 90w

Up to 130LM/W (DLC 4.4 premlum) Input Power 20 Watts 35 Watts 64 Watts 90 Watts
ETL CETL DLC FCC Certification Luminous Flux 2600 Im 4550 Im 8320 Im 11700 Im
e G n‘ry Efficary 130 Im/w 130 Im/w 130 Im/w 130 Im/w
Dimensions 24"3.35"3.8" 483.35"3.8" 96"3.35"3.8" 96"3.35"3.8"
Input Voltage AC120-277V OR AC120-347V
Dimming Type 0-10v Dimming
Optional PIR Sensor, Supply Cord
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WRAPAROUND LIGHT

+ Luminous efficacy: 130Im/w

* Input Voltage:120-277v and 120-347V

« Superior isolated driver: 0-10V dimming; Flicker free
« PF>0.95; Driver efficiency 87%; THD<20%

* Installation: V-Hook Chain & Surface Mounted
« CCT: 4000K 5000K F@

« ETL is applying ,FCC certification
« 5 years warranty

<& w
Power L w H : AN
R\
20w 24" 5.9" 2.68" ) w S - V /
35w 24" 5.9" 2.68" , =
48w 48" 59" 2.68" "
LED 64w 48" 5.9" 2.68"
WRAPAROUND
120-347V & 120-277v Input Voltage AC120-277v & AC120-347v
0-10v Dimming,Sensor Optional
2ft & 4ft,20w 35w 48w & 64w Input Power 20 Watts 35 Watts 48 Watts 64 Watts
Up fo 130LM/W (DLC 4.4 premlum) Luminous Flux 2600 Im 4550 Im 6240 Im 8320 Im
Uniform Of Light, No Dark Area Efficary 130 Im/w 130 Im/w 130 Im/w 130 Im/w
5 Years Warranty Dimensions 24"5.92.68" 24"5.92 68" 48"3.35"3.8" 48"5.92.68"
Input Voltage AC120-277V OR AC120-347V
Dimming Type 0-10v Dimming
Optional PIR Sensor, Supply Cord
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